Setting up the NWA3D A5 3D Printer to print a TinkerCAD design using Ultimaker Cura
1. Open the NWA3D A5 flash drive (SD Card and Reader)
2. Open the NWA3D A5 User Manual
i. Complete steps 1 – 4 to set up your 3D Printer
3. Proceed to step 5
i. Install Cura on your computer
1. See Cura folder on NWA3D A5 flash drive to install
2. Follow along with the video https://www.youtube.com/watch?v=phMeogZYF1U&feature=youtu.be
Note: He goes very fast, so you may need to stop and start this video a few times when he types in the specific settings
*The profile that is mentioned is the NWA3D A5 Normal Quality.curaprofile in Cura folder on NWA3D A5 flash drive
*Use the default setting discussed in the video 
4. Log into your TinkerCAD account
5. Open or choose Tinker your design
6. Select the part or parts that you would like to 3D print
7. Click on Export – Choose everything or the specific part – Click .STL and your model will download
8. Import your .STL file into Cura
9. Position your model in the center of the box and rotate to ensure that your model does not extend below the base or build plate
10. Click Save to Removable Drive - NWA3D A5 – You are now ready to eject your SD Card and inset into 3D Printer
11. Plug in your 3D printer
12. Click the Button and Scroll down to Refresh or Install SD Card – Click the button again
13. Scroll up to Print from SD card - Click the button again – Scroll to find your file.gcode – and Click the button again
14. Your file is now printing

